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Alarm Annunciator 
 

AL2000 
 

           
- 10 Channels Input 

- LED Display 

- Siren Relay Output 

- First Alarm Detect 

- Expandable Input Channel 

 
 

Alarm Annunciator AL2000 เป็นอปุกรณต์รวจจบั, แสดงผล และสง่สญัญาณเตือนเมื่อ

เกิด Alarm ในระบบ โดยทั่วไปแลว้ในระบบควบคุมต่างๆจะมีการตรวจสอบค่าวัดต่างๆ เช่น อุณหภูมิ 

ความดนั ความเร็วของมอเตอร ์เป็นตน้ เพื่อป้องกนัความเสียหายที่จะเกิดขึน้ในระบบ ถา้เกิดความผิดปกติ

ขึน้ระบบตรวจสอบจะแจง้เตือนใหผู้ด้แูลระบบทราบเพื่อที่จะท าการแกไ้ขต่อไป 

ในบางครัง้ Alarm ที่เกิดขึน้ที่จุดหนึ่งส่งผลใหจุ้ดอ่ืนๆ เกิด Alarm ตามมาในเวลาที่ใกลเ้คียงกัน 

เป็นการยากที่ผูดู้แลจะตรวจหาตน้เหตุของความผิดพลาดที่เกิดขึน้ ดว้ยเหตุนี ้ AL2000 จึงถูกออกแบบ

ใหท้ างานโดยเมื่อเกิด Alarm ขึน้ LED Alarm ของ Channel ที่เกิด Alarm เป็น Channel แรก จะ

กระพริบเรว็ (Quick Flash) ส่วน LED Alarm ของ Channel อ่ืนที่เกิด Alarm ตามมาจะกระพรบิชา้ 

(Slow Flash) และ Siren Relay จะ ON เมื่อเกิด Alarm ช่องใดช่องหนึ่งเกิดขึน้และ จะ OFF เมื่อ

กดปุ่ ม “Reset” ที่หลอด LED Alarm จะติดสว่างคา้งไวจ้นกระทั่ง Alarm ถูกแก้ไข  LED Alarm จึง

จะดบั 

ในกรณีที่ระบบ Alarm ต้องใช ้Input มากกว่า 10 Channel AL2000 สามารถต่อพ่วงกัน

เพื่อขยายจ านวน Input Channel ได ้

Input Status First Alarm Subsequence Alarm Siren 

First Alarm Quick Flash OFF ON 

Subsequent Alarm Quick Flash Slow Flash ON 

Return to Normal Steady - ON Steady - ON OFF 

Reset OFF OFF OFF 

Test Slow Flash Slow Flash ON 
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Specifications
Alarm Input 

Number of channel: 10 Channels 

Alarm Input: Programmable (NO/NC 

Contact) 

Alarm Input Delay: Programmable 

(50 msec, 500 msec, 2 sec and 15 sec) 

Lamp Flash Frequency:  

Slow Flash 0.8 Hz, Quick Flash 8 Hz 

Output 

Number of channel: 10 Channels 

Output type: NPN (Opto Isolated) 

Relay Output 

Number of channel: 1 Channels 

Output type: N.O. (Siren) 

Output range: 500 mA @ 120 VAC 

 

Power Requirements 

Power Supply: 12 VDC ± 20 %, 

24 VDC ± 20 %      

Power Consumption 

Standby: 1.3 VA 

Environmental Limits 

Operating Temperature: 0 to 55 °C 

Operating Humidity: 5 to 95% RH 

Storage Temperature: 0 to 70 °C 

Physical Characteristics 

Dimension: W144 × H144 × D43 mm. 

Mounting: Panel Flash Mounting 

Wiring: Screw Terminals 

Weight: 0.5 Kg 

Warranty 

Warranty Period: 5 Year

 

Ordering Information: Specify Power Supply 

Example AL2000/24VDC 

Package Checklist 

1. AL2000 

 Panel Cutout 136 mm.

130 mm.

http://www.wisco.co.th/
mailto:info@wisco.co.th

